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800 Series In-Line Helical Gear Drive Dimensions
F800B Series; Double Reduction; NEMA C-Face Input
Foot Mounted

SIZE A B C D E G H K L N O P Q T

F832B 5.44 4.33 4.33 3.35 1.05 .48 2.95 5.79 2.28 3.16 2.84 1/4 .63 .39

F842B 5.71 6.30 4.33 5.12 1.48 .67 3.54 6.99 2.95 3.31 2.95 1/4 .63 .39

F862B 7.48 7.87 5.31 6.50 2.19 .81 4.53 9.06 3.54 4.13 3.87 3/8 .87 .59

F872B 9.06 9.65 6.69 8.07 2.64 1.03 5.51 10.83 4.53 5.12 4.69 5/8 1.38 .75

LOW SPEED SHAFT M R

SIZE U V W-Key NEMA MOUNTING NEMA MOUNTING

+.000 Sq. Lgth. 56C 140TC 180TC 210TC 56C 140TC 180TC 210TC

-.001 B5 B7 B9 B11 B5 B7 B9 B11

F832B .750 1.57 .19 1.28 9.82 9.82 10.65 — 3.31 3.31 4.63 —

F842B 1.000 1.97 .25 1.75 10.73 10.73 11.55 — 3.31 3.31 4.63 —

F862B 1.250 2.36 .25 2.00 12.26 12.26 14.61 14.61 3.31 3.31 4.63 4.63

F872B 1.625 3.15 .38 2.37 15.15 15.15 16.76 16.76 3.31 3.31 4.63 4.63

Output shaft rotation, relative to input shaft rotation, is identical for double reduction and opposite for triple reduction.
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