Right-90 Series — Selection Ghart / Dimensions
CALL NOW 800-985-6929 Right-90 Series

BEVEL GEAR - RIGHT ANGLE SELECTION TABLES
(RATINGS FOR SERVICE FACTOR 1.0)

X-SHAFT RA621/631 RA1023/1031 RA1521/1531 g
INPUT OUTPUT OUTPUT OUTPUT OUTPUT - —
RATIO| RPM RPM HP TORQUETt HP |TORQUE{| HP [TORQUEft g - % f’
1750 1750 ReD| 31.1 219 74.9 3.5 125 B bl J
1:1 1150 1150 .61 31.8 1.47 76.5 25 135 é‘ ¢
690 690 .37 32.1 0.9 78.1 1.6 142 ' v ab ks
100 100 .06 35.9 0.14 | 83.8 .28 174 ‘ { :
RA622/632 RA1022/1032 | RA1522/1532 . 4
5 1750 875 .26 17.8 1.07 | 73.2 1.8 132
§ 2:1 1150 575 176 18.3 .72 75.0 1.4 150
& 690 345 .108 18.7 44 76.4 .89 162
100 50 .016 19.2 .07 73.8 14 175 NOTE: See page 292 for features and
how to order information.
% 1750 3500 13 2.4 .55 10 1.8 33.0
2] 1:2 1150 2300 .10 2.6 40 11.2 1.4 37.5
g 690 1380 .06 2.8 .25 11.7 .89 40.5
= 100 200 .01 3.0 .04 12.5 14 43.8
* Applicable ratings when used as a speed increaser, and driven by "Y" or "Z" shaft only.
1 Torque (LB-IN.)
Input Horsepower approximately 5% higher than output horsepower shown above.
Dimensions
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ALL DIMENSIONS IN INCHES “Y” shaft omitted in 2-way sizes
Size A B C D E F G H J K L M
RAG 3.95 3.66 | 1.25 | 1.22 1.38 .59 19 2.16 91 1.56 .61 .63
RA10 7.25 6.03 | 2.00 | 1.94 2.13 1.50 .25 3.25 1.28 2.44 .97 1.00
RA15 10.00 | 8.88 | 3.00 | 2.94 3.00 | 2.00 31 5.00 1.88 3.75 1.47 1.50

U ALL SHAFTS Approx.

T TT | +.000 w Weight

Size | N P Q R S Holes | Holes | —.001 \'} Keyway AA | BB | (Lbs.)
RA6 | .66 | 1.31 .09 .88 .88 194 | 166 | .375 .44 Flat .59 [ 1.19 3/4

RA10 | .94 |1.88 | .09 1.38 | 1.38 | .266 | .266 | .625 .69 3/16 | 3/32 | .94 | 1.88| 2-3/4
RA15 (1.50 | 3.00 | .13 225 | 213 | .323 | .323 | .750 | 1.13 | 3/16 | 3/32 |1.50 | 3.00 8

The letters X, Y and Z are used to designate specific shaft projections when ordering units with special shaft requirements.
NOTE: On 2:1 or 1:2 ratio's pinion will always be on X shaft.
No time relation between keyways on X, Y, or Z shafts.
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